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(a) For a gas-fired commercial warm 
air furnace with capacity of 225,000 Btu 
per hour or more, the thermal effi-
ciency at the maximum rated capacity 
must be not less than 80 percent. 

(b) For an oil-fired commercial warm 
air furnace with capacity of 225,000 Btu 
per hour or more, the thermal effi-
ciency at the maximum rated capacity 
must be not less than 81 percent.

§ 431.703 Small and large commercial 
package air conditioning and heat-
ing equipment. 

Each commercial water- or evapo-
ratively-cooled air conditioner and 
water-source heat pump manufactured 
after October 29, 2003 (except for large 
commercial package air-conditioning 
and heating equipment, for which the 
effective date is October 29, 2004) must 
meet the applicable minimum energy 
efficiency standard level(s) for heating 
and cooling set forth in Tables 1 and 2 
of this section.
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PART 434—ENERGY CODE FOR 
NEW FEDERAL COMMERCIAL 
AND MULTI-FAMILY HIGH RISE 
RESIDENTIAL BUILDINGS

Sec.
434.99 Explanation of numbering system for 

codes.

Subpart A—Administration and 
Enforcement—General

434.100 Purpose. 
434.101 Scope. 
434.102 Compliance. 
434.103 Referenced standards (RS). 
434.105 Materials and equipment.
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